URBAN STANDARD SPECIFICATIONS for PUBLIC IMPROVEMENT MANUAL

STRIP_ENDS OF WIRE
AND SPLICE W/BRASS

RECEPTACLE SPLIT BOLT.

PULL 2" * /

OF WIRE THROUGH

STRIP ENDS OF WIRE
AND SPLICE W/BRASS
ENCASE SPLICE IN SPLIT BOLT.
WATERPROOF

SPLICING KIT.

ATTACH PLASTIC TIE
STRAP JUST OUTSIDE

USE PLASTIC TIE
OF WIRE SPLICING KIT.

STRAPS (MINIMUM

FACE OF
TWO) TO SECURE (NOT REQUIRED ON
RECEPTACLE. WIRE_ INSIDE_ CHANNEL IN-LINE SPLICES.)
OF POST. (TYP.)
TYPICAL TRACER WIRE RECEPTACLE DETAIL TRACER WIRE SPLICE DETAIL

HYDRANT BARREL
EXTEND TWO TRACER WIRES
UP HYDRANT BARREL TO
RECEPTACLE BOX AND BACK
DOWN.

HYDRANT VALVE NEW MAIN

HYDRANT TEE

NOTE: CARE MUST BE EXERCISED TO
PRESERVE THE INTEGRITY OF THE
INSULATION ON THE TRACER
WIRE. REPAIR ANY DAMAGE.

#2 CONTINUOUS SOLID
WIRE TYPE TW OR THHN.
FASTEN TO MIDPOINT OF
EACH PIPE SECTION

WITH PLASTIC TAPE.

INSTALL MINIMUM 60" LONG,
3" DIAM. GROUND ROD AT

EXISTING PIPE
AND FITTING. TRACER SYSTEM TERMINAL
POINTS. USE CLAMP TO
CONNECT TRACER WIRE TO
GROUND ROD. REFER TO PLANS.
TRACER WIRE DETAIL
NOTES: I. CONSULT JURISDICTIONAL ENGINEER FOR LOCAL TRACER
WIRE REQUIREMENTS.
2. NO WIRE SPLICES ALLOWED FOR WIRE LENGTHS LESS
THAN 500 FEET.
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